HESHT | Motion Analysis
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BARS# | Technical parameters

S Model =] Project 2% Parameter
HE Voltage 220V 50~60Hz
gF Air pressure 0.5~0.6MPa
xR Power 3KwW
SMERS Dimensions 1600*1100*1650mm
HEBERT Packing size 1525%1225*1450mm
LS7041A/B BE Net weight 330kg
EE Gross weight 394kg
TEEAD Air pressure 0.45Mpa-0.75Mpa
WM Efficiency 15SEARIE
BATHAELENTRF
ERE All kinds of stitching and pressing processes
To adapt to the scope of E WREANTFRERELEHESHNTER

Note: the process with too large arc is not Applicable to clothes with patchwork seam.

AEBRSRHSE, FARBEREEE.

The above types are only for reference, and you can consult local distributors for details.

PRTERR, FRAREERE, RABTEM. AREEN, EAZH, BFARERFH.

Specifications are subject to change forimprovement without further notice. Please carefully read the operating manual before use for safety.
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Hofik: TS EXYEE5005 BIE(TEL): 0574-87423969 0574-8388 5719
E Address:No 500 RD Guangwen District Haishu Ningbo Zhejiang,China E-mail: wuhangiao66@163.com web:www.lensh.net




MFSEE | Application

FENATERHARRENNSENEBRL.

Mainly used in all kinds of knitted fabrics seam and press line.

HA&EE | Specification range

LENSH

EiERERL

Focus on knitting automation

RFERIZ:
BHIEL HETFE 1T0EMTIESSE HENDTORES

Non-applicable process: Crotch cross
seam lessthan 110 degrees seam side pocket line

MFEATIZ | Application process

NXYARILZ, RS EARIE

Responding to different processes, it offers two models with chain and lock

LS7041A &z
Chain type

LS7041B #izh
Lock type

RIER, NRBRRNESELRTZ ~ 58 B i KSgs

Respond to casual wear stitching and pressing process,back shoulderbak crotchside sleeves,side seamsetc

WMESHT | Efficiency analysis
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2 processes 2 workers and low efficiency

BIXER, NRBRRNESELRTZ ~ 58 B i KSgs

Respond to casual wear stitching and pressing process,back shoulderbak crotchside sleeves,side seamsetc

90~110%

EEFE—IRTH

Stitching and pressing are completed at one time

LENSH | ZEEER0E...
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